
 
 
 
 
 
 
 
 
 

 
 
 
 

 
 
 
 
 

Weather Emergency 
Take Down Procedure 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Ph. 800-422-6827   |   Ph. 562-402-8335   |   Support@RaceCanopies.com   |   www.RaceCanopies.com 

 
 

mailto:Support@RaceCanopies.com
http://www.racecanopies.com/


 

Ph. 800-422-6827   |   Ph. 562-402-8335   |   Support@RaceCanopies.com   |   www.RaceCanopies.com 
 

Page 2 of 10 

 

 

Weather Emergency Take Down Procedure 
 

The following information are general recommendations how to remove the main fabric 
cover SAFELY and QUICKLY from a transport trailer frame in case of high-winds and/or 
severe weather conditions.  It is the end-user’s responsibility to ensure the safety of 
their equipment and the safety of any person(s) in the immediate area. 
 
Eide Industries’ warranties specifically EXCLUDE product damage or personal injury due 
to neglect, improper use, improper installation by others, improper maintenance and/or 
damage or injury due to acts of nature or abuse. 
 
Eide is not responsible for any damages incurred or to be incurred in connection with any 
product(s) sold, including but not limited to the cost of labor, the loss of productivity, delay 
damages, management time, capital costs, materials, installation, freight or any other 
costs incurred or to be incurred, without limitation. 
 
Some steps below may or may not apply depending upon the type of canopy. 
 
It is HIGHLY RECOMMENDED for the entire team to be pro-actively acquainted with the 
setup and take-down procedures of the Eide Motorsports Canopy.  Being familiar with the 
canopy system will increase the safety of any personnel involved, increase the speed of 
the take-down and storage process, and minimize any potential damages. 

 

 

IMPORTANT NOTES 
 

• Not all trailer canopy systems are alike.  Some steps below may or may not apply 
depending upon the type of canopy. 

 

• Visually inspect the canopy system and disconnect/remove any signs, posters, 
shades, cables, wiring, wiring accessories, or other objects that may be physically 
attached to the frame. 
 

• CAUTION!! Handling fabric in high winds can be dangerous to the handlers 
as well as people and objects nearby.  Strong winds can pull covers, 
curtains, and other fabric pieces right out of your hands.  To minimize the 
surfaces exposed to wind, lay the fabric down flat on the ground as soon as 
possible! 
 

• IN AN EMERGENCY, THESE STEPS SHOULD NOT BE ATTEMPTED ALONE.  
More people assisting with the dismantling, handling and storage of materials will 
minimize danger and reduce exposure time. 

 

For further information and instructions, please visit: 
https://www.racecanopies.com/resources/ 
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1. Unzip all upright curtain sleeve pockets (if applicable). 

 
 

2. Unbuckle flat-bar straps on end curtains ONLY (if applicable). 
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3. Disconnect all main cover snap buckles on the end rafters and front bars.  Unzip 

end-panel sleeve pockets (if applicable). 

 
 

4. Unzip main cover rafter pockets. 
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5. Disconnect end panel keder hem and curtain keder hem from the trailer (i.e., 

slide the hem out of the extrusion attached to the trailer. 

 
6. Unzip main cover from installation flap. 
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7. If necessary, disconnect/remove any tie-down weight barrels and anchors that 

may prevent the removal of the main cover.  Pull the main cover down the rafter, 
over the front bars and onto the ground. 

 
 

8. While on the ground, unbuckle ALL curtain flat bar straps.  Then unzip and 
separate the two end panels and end curtains from the main cover (if applicable). 
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9. Remove the installation flap from the trailer. 

 
 

10. (If applicable) Unzip bally bar pockets, then remove bally curtains. 

 
 

11. Fold and safely store all the fabric pieces (the Main Cover, Side End-Panels, Side 
Curtains, Bally Curtains and Installation Flap). 
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DISMANTLE TRAILER CANOPY FRAME 
 
Weather conditions and time permitting, take-down the canopy frame.  Visually inspect the 
canopy system and disconnect/remove any signs, posters, shades, cables, wiring, wiring 
accessories, or other objects that may be physically attached. 
 

12. BALLY CURTAIN - Remove the frame by disconnecting the safety snap pins 
holding the bally bars to the bally tabs, then remove. 

 
13. BOTTOM FLAT BAR - Remove bottom flat bar hairpin clips, then remove. 
 
14. UPRIGHT END POSTS - Disconnect the safety snap pins, then remove. 

 

 
 
 

mailto:Support@RaceCanopies.com
http://www.racecanopies.com/


 

Ph. 800-422-6827   |   Ph. 562-402-8335   |   Support@RaceCanopies.com   |   www.RaceCanopies.com 
 

Page 9 of 10 

 

 
15. Starting from one end disconnect the safety snap pins and remove BOTH the 

upright support post and the horizontal front bar; then set the rafter on the 
ground.  Move to the next rafter and repeat. 

 

 
 

16. Disconnect the rafters from the trailer and store all hardware and fabric pieces 
properly. 
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Eide Industries, Inc. 
16215 Piuma Avenue 
Cerritos, CA 90703 
P. 800-422-6827 
P. 562-402-8335 

Support@RaceCanopies.com 
www.RaceCanopies.com 

 
 
 

California Contractor 211771 
Los Angeles City Fabricator FB01716 

Arizona Contractor 133892 
Hawaii Contractor CT33409 

Nevada Contractor 68052 and 68053 (Limit $1 Million) 
Washington State Contractor EIDEIII893QW 
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